
Self-Tapping Screw

Material: Stainless Steel 304 / 316
Head Type: Hexagonal, Panhead Philips, Rob and Slotted
Size: Dia. 4.2, 4.8, 5.5, 6.3mm
Length: 13 - 25mm

Data Sheets
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www.stainlessband.co.uk

   Chemical Composition of AISI 304:

   C%    Si%    Mn%    P%    S%    Cr%    Ni%

   0.08    1.00    2.00    0.045    0.03    18.00 - 20.00    8.00 - 10.50

BRADFORD MANUFACTURING & SALES CENTRE
T: +44 (0) 1274 566 831 stainlessbandingshop.co.ukWEST MIDLANDS SALES OFFICE

T: +44 (0) 1889 580 231

Unit G & H Castlefields Industrial Estate, Castlefields Road, 
Crossflatts, Bingley, West Yorkshire, UK, BD16 2AF

T: +44 (0) 1274 566 831 F: +44 (0) 1274 551 307
E: jonathan.hanson@stainlessband.co.uk www.stainlessband.co.uk

View our corporate video:
www.stainlessband.co.uk/pages/videos

Neoprene Washer
Standard Inside Dia: 3.0, 4.2, 4.8, 5.5 & 6.3mm

Normal Thickness: 2.0mm

   Chemical Composition of AISI 316L:

   C%    Mo%    Si%    Mn%    P%    S%    Cr%    Ni%

   0.03    2.0 - 3.0    1.00    2.00    0.045    0.03    16.00 - 18.00    10.00 - 14.00

Stainless Steel 304 Pop Rivet
Size: Dia 3.2 - 4.8mm

Length: 8 -19mm

Chemical composition according to 
ASTM / EN spec.


